












R A P I D A S S E M B L Y M A G N E T I C

ADVANTAGE

ADVANTAGE ASSEMBLY INSTRUCTIONS

A

Unpack the collapsed frame from the drawstring bag

B

Extend the frame

C

Magnetic locking arms will engage at full extension

E

Attach panels in sequence to the mag bars starting
at the top and smoothing down each side

F

Assembled pop up system

D

Attach mag bars to nodes

QUICK AND EASY TO SET UP, THIS DISPLAY KIT
WILL GIVE YOUR BUSINESS OR EVENT THE
PROFESSIONAL IMAGE AT AN AFFORDABLE PRICE.



390mm 860mm** 475mm

LECTERN WRAP ASSEMBLY INSTRUCTIONS

FABRIC WRAP (INCLUDED)

GRAPHIC WRAP

Press Studs hold
the fabric wrap

around the case.

Use Mag Tape to attach
the graphic to a Steel Bar
on the back of the case.

Apply Mag Tape along
both 800mm edges on
REAR of graphic wrap.

CASE LID LIGHTING STORAGE

L O C K I N G A R M S S L E E K C U R V E D F R A M E C O M P L E T E D I S P L A Y K I T 2 Y E A R W A R R A N T Y

LIGHT FITTING INSTRUCTIONS

1

2

3

3rd light available as an optional extra

Hanging kit (hangers) to be fitted
flush with the top of the panel.

Hangers come complete with
magnetic brackets attached on the
front and double sided tape on the
rear.

Magnetic tape must be fitted flush
with the edge of the panel.

Rigidising strip (kicker) to be fitted
flush with bottom edge of the
panel.

FRONT (2130 (H) x 653 (W) mm) / REAR PANEL (2130 (H) x 757 (W) mm)

PREPARING GRAPHIC ATTACHMENT

END PANEL (2130 (H) x 653 (W) mm)

CASE GRAPHIC WRAP (800 (H) x 1725* (W) mm)

* Graphic size is only to be used as a guide. Case size may vary due to moulding
process. Each Graphic should be made to suit the individual case.

**Please note: Image area is offset from centre of wrap.

Halogen spotlights are
stored in a protective

case with space for an
optional third spotlight.
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Denotes
maximum
viewable front
area of graphic
wrap when
mounted on
case.

✁ ✁

Hangers to be fitted flush with the
top and sides of the panel. If a
smaller, or less rigid, end panel is
required the end hangers can be
cut down using a sharp pair of
scissors. End sections - minimum
length of 70mm each.

Magnetic tape must be fitted flush
with the edge of the panel.

End panels hang better without
kickers.
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